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ON A 17.00 DBC
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CONFIDENTIAL — THE INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF GARDNER DENVER MACHINERY INC. IT IS NOT FOR PUBLIC DISCLOSURE. POSSESSION OF THE INFORMATION DOES NOT CONVEY ANY RIGHT TO LOAN, SELL OR DISCLOSE
THE INFORMATION. UNAUTHORIZED REPRODUCTION OR USE OF THE INFORMATION IS PROHIBITED. THIS DOCUMENT IS TO BE RETURNED TO GARDNER DENVER MACHINERY INC. UPON COMPLETION OF THE PURPOSE FOR WHICH IT IS LOANED OR UPON REQUEST.
TAP DRILL DEPTHS ARE MAXIMUM. FULL THD. DEPTHS ARE MINIMUM. FINISH OF CHAMFERS & FILLETS TO CONFORM TO ROUGHEST ADJACENT AREA SURFACE ROUGHNESS MAX. PER ASA SPEC.
LET. REVISION DATE DR. CK. LET. REVISION DATE DR. CK. LET. REVISION DATE DR. CK.
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NON-DECIMAL + 1/16 ANGLES + 1° SCALE 3/16 APP. -
HEAT TREAT SPEC. _ 309666800
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